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THE TOUCH PANELS’ ADDED VALUE

High Performance
Fast operating speed thanks to parallel 
execution of computing operations with 
Cortex A9 Multicore processor.

Openness
High-performance WAGO hardware 
combined with the future-proof Linux® 
operating system; for complex tasks, 
you can choose between programming 
in IEC 61131 or directly under Linux®.

 e!COCKPIT
The e!COCKPIT Engineering Software, 
which is based on CODESYS V3, is used 
for visualization, programming, offline 
simulation, fieldbus configuration, recipe 
management and much more. 

IoT-Ready 
Using a dedicated library, WAGO’s 
Control Panels become IoT touch 
controllers that send data from the field 
level to the cloud.

Cybersecurity
The SSH and SSL/TLS encryption 
methods are integrated by default 
for establishing secure HTTPS and 
FTPS connections. A firewall provides 
additional protection against unwanted 
access.

Multi-Touch Capability
Devices with capacitive touchscreens 
allow gesture recognition, e.g., swipe 
gestures for turning pages or zooming.

HTML5 Visualization
Standardized state-of-the-art tech-
nology allows the visualization to be 
displayed on mobile devices like smart-
phones and tablets.

Convenient Operation
Sensors can automatically adjust the 
panel’s brightness based on a room’s 
ambient lighting. The front-mounted 
screen setting buttons simplify making 
adjustments.

Flexible Interface Options
Different variants are available with the 
appropriate interface for the job.

Energy Efficiency
An integrated proximity sensor allows 
the visualization to be automatically 
re-displayed from the energy-saving 
standby function with screensaver.
An integrated sensor simultaneously 
detects ambient lighting levels for 
brightness control.

Quick Mounting
WAGO’s Touch Panel directly latches onto 
the control cabinet via mounting clips for 
fast and easy tool-free installation.

Non-Reflective
The black front plate on the marine de-
vices absorbs incident light and prevents 
reflections.

Docker Containers
The Control Panel supports Docker 
containers, providing the ability to run 
applications in parallel with your logic 
and visualizations.

High Protection Class
Thanks to custom-developed clamps, 
the front of the display meets lofty IP65 
protection standards. This flexible design 
makes the panel extremely versatile and 
suitable for a wide variety of applications.
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re-displayed from the energy-saving 
standby function with screensaver.  
An integrated sensor simultaneously 
detects ambient lighting levels for 
brightness control.

Flexible Interface Options
Different variants are available with the 
appropriate interface for the job.

Non-Reflective
The black front plate on the marine 
devices absorbs incident light and pre-
vents reflections.

Convenient Operation 
Sensors can automatically adjust the panel’s 
brightness based on a room’s ambient 
lighting. The front-mounted screen setting 
buttons simplify making adjustments. 

Maintenance-Free
The touch panel has no fan or battery,  
making it completely maintenance-free. 

Quick Mounting 
WAGO’s Touch Panel directly latches onto 
the control cabinet via mounting clips for 
fast and easy tool-free installation. 

Docker Container
The Control Panel supports Docker 
containers, providing the ability to run 
applications in parallel with your logic 
and visualizations.

High Protection Class
Thanks to custom-developed clamps, 
the front of the display meets lofty 
IP65 protection standards. This flexible 
design makes the panel extremely ver-
satile and suitable for a wide variety of 
applications. 

2  



STANDARD LINE

Devices with resistive touch screens for 
standard control cabinet applications

MARINE LINE

Devices with black matte anti-reflection 
surfaces and special marine approvals for 
use in shipboard automation

ADVANCED LINE

Capacitive multi-touch devices with a glass 
surface, along with greater mechanical and 
chemical resistance for more extensive 
requirements

THREE PRODUCT FAMILIES

COCKPIT

The Touch Panels’ Added Value

High Performance
Fast operating speed thanks to parallel exe-
cution of computing operations with Cortex 
A9 Multicore processor. 

Openness
High-performance WAGO hardware com-
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applications. 

2  

COCKPIT

The Touch Panels’ Added Value

High Performance
Fast operating speed thanks to parallel exe-
cution of computing operations with Cortex 
A9 Multicore processor. 

Openness
High-performance WAGO hardware com-
bined with the future-proof Linux® operating 
system; for complex tasks, you can choose 
between programming in IEC 61131 or 
directly under Linux®.

e!COCKPIT
The e!COCKPIT Engineering Software, 
which is based on CODESYS V3, is used 
for visualization, programming, offline 
simulation, fieldbus configuration, recipe 
management and much more.

IoT-ready 
Using a dedicated library, WAGO’s Control 
Panels become IoT touch controllers that 
send data from the field level to the cloud.

Cybersecurity
The SSH and SSL/TLS encryption methods 
are integrated by default for establishing 
secure HTTPS and FTPS connections. 
A firewall provides additional protection 
against unwanted access.

Multi-Touch Capability
Devices with capacitive touchscreens 
allow gesture recognition, e.g., swipe 
gestures for turning pages or zooming.

HTML 5 Visualization
Standardized state-of-the-art technology 
allows the visualization to be displayed 
on mobile devices like smartphones and 
tablets.

Energy Efficiency
An integrated proximity sensor allows 
the visualization to be automatically 
re-displayed from the energy-saving 
standby function with screensaver.  
An integrated sensor simultaneously 
detects ambient lighting levels for 
brightness control.

Flexible Interface Options
Different variants are available with the 
appropriate interface for the job.

Non-Reflective
The black front plate on the marine 
devices absorbs incident light and pre-
vents reflections.

Convenient Operation 
Sensors can automatically adjust the panel’s 
brightness based on a room’s ambient 
lighting. The front-mounted screen setting 
buttons simplify making adjustments. 

Maintenance-Free
The touch panel has no fan or battery,  
making it completely maintenance-free. 

Quick Mounting 
WAGO’s Touch Panel directly latches onto 
the control cabinet via mounting clips for 
fast and easy tool-free installation. 

Docker Container
The Control Panel supports Docker 
containers, providing the ability to run 
applications in parallel with your logic 
and visualizations.

High Protection Class
Thanks to custom-developed clamps, 
the front of the display meets lofty 
IP65 protection standards. This flexible 
design makes the panel extremely ver-
satile and suitable for a wide variety of 
applications. 

2  



HARDWARE
CONFIGURATION PI01

•	 2 congifurable ETHERNET ports
•	 2 2.0 USB hosts
•	 microSD (max 2 GB) /  		
	 microSDHC (max 32 GB)
•	 Optimally suited as Web Panel

ETHERNET24 VDC
USB

microSD

HARDWARE
CONFIGURATION PI02

•	 2 congifurable ETHERNET ports
•	 2 2.0 USB hosts
•	 microSD (max 2 GB) /  		
	 microSDHC (max 32 GB)
•	 Audio
•	 Optimally suited as Visu Panel

24 VDC ETHERNET

AUDIO 

USB

microSD

HARDWARE
CONFIGURATION PI03

•	 2 congifurable ETHERNET ports
•	 2 2.0 USB hosts
•	 RS-232/-485
•	 4 digital inputs/outputs
     (configurable)
•	 CANopen
•	 microSD (max 2 GB) /  			 
    microSDHC (max 32 GB)
•	 Audio
•	 Retain Memory
•	 Optimally suited as Control Panel

24 VDC

ETHERNET

AUDIO 

USB

microSD

DIOs

RS-232/-485

CANopen

THREE HARDWARE CONFIGURATIONS

IIoT
READY



THREE FUNCTION CLASSES

Operate, observe, visualize and diagnose in the production, 
process and marine industries: WAGO’s Touch Panels with 
various hardware configurations are available for small- to 
mid-sized control and visualization tasks. Un-derneath a 
contemporary design, our Touch Panels pack some of the 
industry‘s most powerful technology, allowing you to solidify 
the high-tech image of your machines through high-quality and 
high-performance visualizations. 

Furthermore, scaled functionality is available; besides various 
functional divisions of the visualization, there’s bandwidth 
for additional operations such as the execution of a control 
function or support for additional fieldbus systems.  
 
The right version with various interface configurations is 
available for every application. 

Web Panel 
Operate the PLC Webserver from WAGO through a stylish 
operator interface.

Visu Panel 
Share the control load between the PLC and operator interface.

Control Panel 
Get an HMI and PLC in one device – a high-performance 
controller with high-quality graphic resolutions. 



CONTROL PANEL

Control Panels combine the features of a PLC and HMI 
into a single device, providing a compact footprint for 
your automation system. WAGO‘s e!COCKPIT software is 
used to develop both the control logic as well as the vi-
sualizations, optimizing system development. Leveraging 
the power of the Touch Panel‘s quad core processor, the 
Control Panel is well equipped to offer high-performance 
control, as well as impeccable graphic resolution. The 
integrated webserver extends the HTML5 web visualiza-
tions to other devices. Take advantage of the controllers‘ 
Linux® operating system via Docker containers to run 
applications in parallel with your PLC code. 
Your IIoT needs are met with the Control Panel‘s support of 
MQTT and OPC UA protocols. Easily connect your plant

floor data to your preferred cloud service. Security is 
of-fered via TLS encryption plus an onboard firewall and 
VPN. Multiple onboard fieldbus ports support Modbus TCP, 
CANopen, and Ethernet/IP (adapter) protocols. An on-board 
configurable serial port (RS-232/-485) can be used to 
connect to additional field devices. Use the Control Panel 
as your gateway between these fieldbuses. In addition, the 
four configurable onboard digital I/O points provide direct 
input into the controller and can be conve-niently wired to 
commonly used devices.

Additional functions, including special fieldbuses, can be 
added as needed with the appropriate license.



Your Benefits:

▪  Control and visualization in one device
▪  Supports Docker containers
▪  Web and Visu Panel functionality integrated
▪  Supported fieldbus protocols: Modbus TCP, 
     CANopen, ETHERNET/IP adapter
▪  Optional EtherCAT® Master
▪  IoT-ready (MQTT) and OPC UA

cloud
Engineering

MQTT

ETHERNET

Fieldbus

Visu

PLC



VISU PANEL

When greater performance is required, devices are used 
as Visu Panels. Visu Panels are suitable for displaying a 
visualization generated with e!COCKPIT and obtaining the 
data ref-erenced in it from any field device via Modbus TCP, 
e.g., from type PFC200 Controllers.   
In contrast to Web Panels, the computing power required 
here is divided between two devices, so the computing 
necessary for displaying the visualization is basically 
performed by the Visu Panel, offloading the controller. In 
the process, all operating functions are evaluated within 
the device without delay and can affect the visualization 
directly. These panels can also provide a Web visualiza-tion 
via the integrated Webserver.
Devices configured as Visu Panel on the factory side can 
be upgraded to Control Panel by installing an additional 
license.

Your Benefits:

▪  Visualization of fieldbus data
▪  Offloads the controller
▪  Supplementary visualization 
     via integrated Webserver
▪  Integrated Web panel functionality

Engineering

Modbus TCP

ETHERNET

Visu PLC



Your Benefits:

▪  Web-based visualization based on  
     open standards like HTML5 
▪  High-quality automation solutions  
     combined with WAGO Controllers 
     PFC100 and PFC200

WEB PANEL

An industrial web browser with high-resolution graphics 
and touch screen, optimized to display web pages hosted 
from the PFC100 and PFC200 Controllers with onboard 
webservers. Web visualizations that are created with  
e!COCKPIT (CODESYS V3) software and are based on 
state-of-the-art HTML5 technology.   
The visualizations are stored and hosted by the PFC con-
trollers and can be used to monitor and control equipment 
via an elegant touch screen interface.  
Users can take advantage of the HTML5 technology by 
displaying the same visualizations on other standard com-
mercial mobile devices like tablets or smartphones.

IIoT
READY

Engineering

HTTP

ETHERNET

VisuPLC



STANDARD LINE: Single-Touch

Size (cm/inch) 10.9 cm (4.3″) 14.5 cm (5.7″) 18 cm (7.0″)    25.7 cm (10.1″) 39.6 cm (15.6″) 54.6 cm (21.5″)
Web Panel Part Number
Hardware configuration PIO1 

762-4101  
TP600 4.3 480x272 PIO1 WP

762-4102 
TP600 5.7 640x480 PIO1 WP

762-4103 
TP600 7.0 800x480 PIO1 WP

762-4104 
TP600 10.1 1280x800 PIO1 WP

Visu Panel Part Number
Hardware configuration PIO2

762-4201/8000-0001 
TP600 4.3 480x272 PIO2 VP

762-4202/8000-0001 
TP600 5.7 640x480 PIO2 VP

762-4203/8000-0001 
TP600 7.0 800x480 PIO2 VP

762-4204/8000-0001 
TP600 10.1 1280x800 PIO2 VP

762-4205/8000-0001 
TP600 15.6 1920x1080 PIO2 VP

762-4206//8000-0001 
TP600 21.5 1920x1080 PIO2 VP

Control Panel Part Number
Hardware configuration PIO3

762-4301/8000-0002 
TP600 4.3 480x272 PIO3 CP

762-4302/8000-0002 
TP600 5.7 640x480 PIO3 CP

762-4303/8000-0002 
TP600 7.0 800x480 PIO3 CP

762-4304/8000-0002 
TP600 10.1 1280x800 PIO3 CP

762-4305/8000-0002 
TP600 15.6 1920x1080 PIO2 CP

762-4306/8000-0002 
TP600 21.5 1920x1080 PIO2 CP

Versions, Hardware Configuration and Functions

TOUCH PANELS 600 TECHNOLOGY

MARINE LINE: Single-Touch ADVANCED LINE: Multi-Touch

Size (cm/inch) 10.9 cm (4.3″)    14.5 cm (5.7″) 18 cm (7.0″)    25.7 cm (10.1″) 18 cm (7.0″)    25.7 cm (10.1″) 39.6 cm (15.6″) 54.6 cm (21.5″)
Visu Panel Part Number
Hardware configuration PIO2

762-6201/8000-0001 
TP600 4.3 480x272 PIO2 
VP

762-6202/8000-0001 
TP600 5.7 640x480 
PIO2 VP

762-6203/8000-0001 
TP600 7.0 800x480 
PIO2 VP

762-6204/8000-0001 
TP600 10.1 1280x800 
PIO2 VP

762-5203/8000-0001 
TP600 7.0 800x480 
PIO2 VP

762-5204/8000-0001 
TP600 10.1 1280x800 
PIO2 VP

762-5205/8000-0001 
TP600 15.6 1920x1080 PIO2 VP

762-5206/8000-0001 
TP600 21.5 1920x1080 PIO2 VP

Control Panel Part Number
Hardware configuration PIO3

762-6301/8000-0002 
TP600 4.3 480x272 
PIO3 CP

762-6302/8000-0002 
TP600 5.7 640x480 
PIO3 CP

762-6303/8000-0002 
TP600 7.0 800x480 
PIO3 CP

762-6304/8000-0002 
TP600 10.1 1280x800 
PIO3 CP

762-5303/8000-0002 
TP600 7.0 800x480 
PIO3 CP 

762-5304/8000-0002 
TP600 10.1 1280x800 
PIO3 CP

762-5305/8000-0002 
TP600 15.6 1920x1080 PIO3 CP

762-5306/8000-0002 
TP600 21.5 1920x1080 PIO3 CP

Touch Panel 600
Processor Multi core Cortex A9 Ethernet Ports 2 (Switched or separated)
RAM Memory 2 GB Web server Onboard (Control and Visu panels)
Flash Memory 4 GB Firewall Integrated
Expansion MicroSDHC (max 32 GB) VPN IPSec / OpenVPN

Programming e!COCKPIT for logic and 
graphic development

Resolution 
(Colours)

10.9 cm (4.3“) 480 x 272 (16 million)
14.5 cm (5.7“) 640 x 480 (262 thousand)
18 cm (7.0“) 800 x 480 (16 million)
25.7 cm (10.1“) 1280 x 800 (16 million)
39.6 cm (15.6“) XXXX x XXXX (XXmillion)
54.6 cm (21.5“) XXXX x XXXX (XX million)

Fieldbus
Visu Panel: MODBUS/TCP
Control Panel: MODBUS/TCP, 
Ethernet/IP (adapter), CANopen, serial

Touch Screens
Advanced: Capacitive multi-touch
Standard: Resistive single-touch
Marine: Resistive single-touch

IIoT Protocols MQTT, OPC UA (Control panel only) Protection NEMA 4X / IP65 front (indoor use only), IP20 
back

Ethernet Protocols DHCP, DNS, FTP(S), HTTP(S), SSH OS Real-time Linux® with RT-Preempt



STANDARD LINE: Single-Touch

Size (cm/inch) 10.9 cm (4.3″) 14.5 cm (5.7″) 18 cm (7.0″)    25.7 cm (10.1″) 39.6 cm (15.6″) 54.6 cm (21.5″)
Web Panel Part Number
Hardware configuration PIO1 

762-4101  
TP600 4.3 480x272 PIO1 WP

762-4102 
TP600 5.7 640x480 PIO1 WP

762-4103 
TP600 7.0 800x480 PIO1 WP

762-4104 
TP600 10.1 1280x800 PIO1 WP

Visu Panel Part Number
Hardware configuration PIO2

762-4201/8000-0001 
TP600 4.3 480x272 PIO2 VP

762-4202/8000-0001 
TP600 5.7 640x480 PIO2 VP

762-4203/8000-0001 
TP600 7.0 800x480 PIO2 VP

762-4204/8000-0001 
TP600 10.1 1280x800 PIO2 VP

762-4205/8000-0001 
TP600 15.6 1920x1080 PIO2 VP

762-4206//8000-0001 
TP600 21.5 1920x1080 PIO2 VP

Control Panel Part Number
Hardware configuration PIO3

762-4301/8000-0002 
TP600 4.3 480x272 PIO3 CP

762-4302/8000-0002 
TP600 5.7 640x480 PIO3 CP

762-4303/8000-0002 
TP600 7.0 800x480 PIO3 CP

762-4304/8000-0002 
TP600 10.1 1280x800 PIO3 CP

762-4305/8000-0002 
TP600 15.6 1920x1080 PIO2 CP

762-4306/8000-0002 
TP600 21.5 1920x1080 PIO2 CP

MARINE LINE: Single-Touch ADVANCED LINE: Multi-Touch

Size (cm/inch) 10.9 cm (4.3″)    14.5 cm (5.7″) 18 cm (7.0″)    25.7 cm (10.1″) 18 cm (7.0″)    25.7 cm (10.1″) 39.6 cm (15.6″) 54.6 cm (21.5″)
Visu Panel Part Number
Hardware configuration PIO2

762-6201/8000-0001 
TP600 4.3 480x272 PIO2 
VP

762-6202/8000-0001 
TP600 5.7 640x480 
PIO2 VP

762-6203/8000-0001 
TP600 7.0 800x480 
PIO2 VP

762-6204/8000-0001 
TP600 10.1 1280x800 
PIO2 VP

762-5203/8000-0001 
TP600 7.0 800x480 
PIO2 VP

762-5204/8000-0001 
TP600 10.1 1280x800 
PIO2 VP

762-5205/8000-0001 
TP600 15.6 1920x1080 PIO2 VP

762-5206/8000-0001 
TP600 21.5 1920x1080 PIO2 VP

Control Panel Part Number
Hardware configuration PIO3

762-6301/8000-0002 
TP600 4.3 480x272 
PIO3 CP

762-6302/8000-0002 
TP600 5.7 640x480 
PIO3 CP

762-6303/8000-0002 
TP600 7.0 800x480 
PIO3 CP

762-6304/8000-0002 
TP600 10.1 1280x800 
PIO3 CP

762-5303/8000-0002 
TP600 7.0 800x480 
PIO3 CP 

762-5304/8000-0002 
TP600 10.1 1280x800 
PIO3 CP

762-5305/8000-0002 
TP600 15.6 1920x1080 PIO3 CP

762-5306/8000-0002 
TP600 21.5 1920x1080 PIO3 CP

Additional Licenses
e!RUNTIME; PLC 600; single license 2759-216/210-1000 Upgrading Visu Panel to Control Panel

e!RUNTIME; EtherCAT® Master 600;  single license 2759-266/210-1000 Adding an EtherCAT® Master to a Control Panel

More information is available at: www.wago.com/au/discover-touch-panels



WAGO PRODUCTS FOR YOUR CONTROL CABINET

INTERFACE & INTERCONNECTION TECHNOLOGY

TOPJOB® S Rail-Mount Terminal Blocks
WAGO Rail-Mount Through Terminal Blocks are available in three different actuation variants: lever, push-button or 
operating slot – the right rail-mount terminal block for every application.

Power Supply Modules
WAGO‘s efficient power supplies always deliver a constant supply voltage – whether it‘s for simple applications or for 
automation with greater power requirements.

Relay and Optocoupler Modules
WAGO‘s array of relays and optocouplers offer a solution for any requirement - process technology and power 
engineering, railway applications and machine engineering, as well as general control cabinet construction.

Current Transformers and Voltage Taps
Anywhere high currents are measured and processed, WAGO‘s current transformers are your first choice. Voltage taps 
also easily and safely tap the measurement voltage in existing systems.

Signal Conditioners & Isolation Amplifiers
WAGO’s signal conditioners and isolation amplifiers keep a uniform profile within cabinets. This allows easy commoning 
of the supply voltage, eliminating the need for time-consuming wiring of individual components.

WAGO smartPRINTER
Save time and money with the WAGO smartPRINTER. A universal and Fast thermal transfer printer that is easy to use and 
available for any control cabinet marking application.

WAGO Professional Tools
Cut, strip, crimp and measure: For every building instllation and control cabinet, professionals need tools they can always 
trust. The new WAGO tools make quite an impression with their proven quality, sophisticated operation and 
erganomic properties.

AUTOMATION TECHNOLOGY 

WAGO I/O Systems
For optimal automation both inside and outside the control cabinet

WAGO-I/O-SYSTEM 750 XTR
The robust design of the WAGO-I/O-SYSTEM 750 XTR maximizes system uptime, reduces space requirements and 
lowers energy and maintenance costs by foregoing additional air-conditioning.

PLCs – Controllers
Thanks to their ultra-high performance, low power consumption, numerous interfaces, space-saving design and high 
reliability, WAGO’s user-friendly controllers (PLCs) are cost-effective automation solutions.

Touch Panels and Displays
WAGO‘s touch panels (HMI panels) not only improve the operability of machines and systems, but also offer an 
outstanding design and advanced technology.

Industrial Switches
WAGO’s range of switches ensures the scalability of your ETHERNET network infrastructure, while providing outstanding 
electrical and mechanical characteristics.
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WAGO is a registered trademark of WAGO Verwaltungsgesellschaft mbH.
”Copyright  – WAGO Kontakttechnik GmbH & Co. KG – all rights reserved. The content and structure of the WAGO websites, catalogs, videos, and other WAGO media are subject to copyright. 
Distribution or modification to the contents of these pages and videos is prohibited. Furthermore, the content may neither be copied nor made available to third parties for commercial 
purposes. Also subject to copyright are the images and videos that were made available to WAGO Kontakttechnik GmbH & Co. KG by third parties.”

WAGO Australia Pty Ltd
2-4 Overseas Drive
Noble Park Victoria 3174
Australia

Tel: +61 (0)3 8791 6300 
Fax: +61 (0)3 9701 0177
sales.anz@wago.com
www.wago.com.au

facebook.com/WAGOAusNZ

linkedin.com/company/wagoaustralia

WAGO Australia & New Zealand

instagram.com/wago.aus.nz/


